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INTRODUCTION

The spa that you have purchased is one of the very best
available, and incorporates features designed to assure long,
enjoyable and healthful use if properly operated and maintained.

The following instructions are intended to acquaint you with
important facts, measures and procedures, which will guide you in
the use and necessary care of your spa. Your attention is
particularly directed to the important safety instructions in this
manual. We strongly urge you to become thoroughly familiar with
prescribed safety practices and carry them out as specified within
this manual.

Your spa and control equipment incorporates the finest
components available, and is designed in a manner to provide
maximum enjoyment, ease of operation and years of trouble free
operation.
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IMPORTANT SAFETY INSTRUCTIONS

IMPORTANT SAFETY
INSTRUCTIONS

. READ AND FOLLOW ALL
INSTRUCTIONS.

. WARNING oz wim

INFECTIOUS DISEASES SHOULD NOT USE A SPA OR A HOT
TUB.

. WARNING: o conmm

EXERCISE CARE WHEN ENTERING OR EXITING THE SPA
OR HOT TUB.

. WARNING 001051

OR A HOT TUB IMMEADIATELY FOLLOWING STRENUOUS
EXERCISE.

. WARNING: o0

IMMERSION IN A SPA OR HOT TUB MAY BE INJURIOUS TO
YOUR HEALTH.

6. CAUTION: MAINTAIN WATER CHEMISTRY IN
ACCORDANCE WITH MANUFACTURER’S INSTRUCTION.

7. WARNING- To reduce the risk of injury, do not permit children to use this product unless they are
closely supervised at all times.

8. A wire connector is provided on this unit to connect a minimum no. 6 AWG solid copper conductor
between this unit and any metal equipment, metal enclosures of electrical equipment, metal water pipes
or conduit within 5 feet (1.5m) of the unit.

9. WARNING- For outdoor use only. This unit is not intended for indoor use.
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WARNING- Risk of Accidental Drowning- Extreme caution must be exercised to prevent

unauthorized access by children. To avoid accidents, ensure that children cannot use a spa or hot tub
unless they are closely supervised at all times.

DANGER- To reduce the risk of drowning from hair and body entrapment, install a suction

fitting(s) with a marked flow rate that equals or exceeds the flow rate marked on the equipment
assembly.

DANGER- To reduce the risk of injury, do not remove the suction fittings. Never operate a spa or
hot tub if the suction fittings are broken or missing. Never replace a suction fitting with one rated less
than the flow rate marked on the equipment assembly.

DANGER- Risk of Electric Shock. Do not permit any appliance, such as a light, telephone,
radio, or television within 5 feet (1.5m) of the spa or hot tub.

. WARNING- Risk of Electric Shock. Install at least 5 feet (1.5m) from inside wall of spa or

hot tub using nonmetallic plumbing.

WARNING- To reduce the risk of injury:
A The water in a spa or hot tub should never exceed 104°F (40°C.) Water temperatures between

100°F (38°C) and 104°F (40°C) are considered safe for a healthy adult. Lower water temperatures
are recommended for yvoung children and when use exceeds 10 minutes.

B. Since excessive water temperatures have a high potential for causing fetal damage during the early

months of pregnancy, pregnant or possibly pregnant women should limit spa water temperature to
100°F (38°C.)

C. Before entering a spa or a hot tub, the user should measure the water temperature with an accurate
thermometer since the tolerance of water temperature-regulating devices varies.

D. The use of alcohol, drugs, or medications before or during spa or hot tub use may lead to
unconsciousness with the possibility of drowning.

E. Obese persons and persons with a history of heart disease, low or high blood pressure, circulatory
system problems or diabetes should consult a physician before using a spa or hot tub.

F. Persons using medication should consult a physician before using a spa or a hot tub since some

medication may induce drowsiness while other medications may affect heart rate, blood pressure
and circulation.

The electrical supply for this product must include a suitable rated switch or circuit breaker to open all
underground supply conductors to comply with section 422-20 of the National Electrical Code,

© ANSO/NFPA 70-1987. The disconnection means must be readily accessible to the tub occupant but

installed at least 5 feet (1.5m) from the tub water.

WARNING- Install blower no less than | ft. (305mm) above the maximum water level to prevent
water from contacting electrical equipment.

SAVE THESE INSTRUCTIONS

A green colored terminal or a terminal marked G, GR, GROUND, GROUNDING, or the @
symbol is located inside the supply terminal box or compartment. To reduce the risk of electric shock,
this terminal must be connected to the grounding means provided in the electric supply service panel
with a continuous copper wire equivalent in size to the circuit conductors supplying this equipment.

. At least two lugs marked “BONDED LUGS™ are provided on the external surface or on the inside of

the supply terminal box or compartment. To reduce the risk of electric shock, connect the local
common bonding grid in the area of the hot tub or spa to these terminals with an insulated or bare
copper conductor not smaller than No. 6 AWG.

. All field-installed metal components such as rails, ladders, drains, or other similar hardware located

within 3m of the spa or hot tub shall be bonded to the equipment grounding bus with copper
conductors not smaller than No. 6 AWG.
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WARNINGS

GRS L e

WARNINGS

The use of alcohol, drugs, or medication can greatly increase the risk of fatal
hyperthermia in spas and hot tubs.

Persons suffering from heart disease, diabetes, high or low blood pressure, or any
other serious illness and pregnant women should consult with their physician before
using a spa or hot tub.

Excessive water temperature can be dangerous.

Never operate any electrical appliance from inside the spa or hot tub, or when wet.

Do not enter the spa while under the influence of alcohel and/or drugs. Persons on
medication should consult with their physician before entenng the spa.

Observe a reasonable time limit in the spa. Long exposures at higher temperatures
can result in dizziness and/or hyperthermia.

Hyperthermia occurs when the internal temperature of the body reaches a level
several degrees above the normal body temperature of 98°F (36.7°C.) The symptoms
of hyperthermia include dizziness, fainting, drowsiness or lethargy.

The affects of hyperthermia

include:

Unawareness of impending hazard.

Failure to perceive heat.

Failure to recognize the need to exit spa.

Physical inability to exit spa.

Fetal damage in pregnant women.

Unconsciousness resulting in a danger of drowning.

Always enter and exit a spa slowly. It is recommended not to use the spa alone.

The consumer product safety commission has stated that the water temperature in a

spa or hot tub should not exceed 104°F (40°C.) Immersion in water in excess of
104°F (40°C) can be hazardous to your health.




SURFACE AND PAD REQUIREMENTS

1. Your new spa must be placed on a uniformly firm and level surface. The pad
foundation recommended is a concrete pad at least 4 inches thick. As an alternative,
a pea-gravel foundation pad could be used, but it must be on a firm, level base and it
must be contained in a secure wood or concrete restraining border so that the loose
gravel can not shift once the spa is in place. If a concrete pad is poured, this is the
logical time to “plumb-in™ your electrical conduit. Be sure the concrete has cured for
at least one week before setting the spa in place. A typical spa, filled with water,
could weigh as much as two and a half tons and if the concrete is not fully cured, it
could easily crack. An uneven or cracked concrete pad or the use of shims of any
kind may cause the spa to buckle, distort and/or crack. If this being the case, the
warranty on your spa will be void.

2. If your spa is located near water sprinklers, adjust the cap on them so water will not
hit the wood siding of the spa.

3. Balconies and decks must be constructed to current state and local codes to safely
support the maximum load of your water filled spa and the number of people using
the spa. Check with your construction contractor for these specifications. Balconies
and decks must support at least 75 pounds per square foot.

4. Gates must be self-closing and self-locking. Check your local codes regarding fences
and gates.

5. Itis the responsibility of the owner to provide clear access on all sides of the spa once

it is set in place for ease in repair, otherwise, additional costs to service and repair the
spa will be incurred.

INSTALLATION CONSIDERATIONS

It is highly recommended that the owner/user of this spa carefully read all instructions in
this manual prior to having your spa installed at your chosen location, whether indoors or

outdoors. Improper installation may result in equipment damage and will void the
warranty.
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ELECTRICAL REOUIREMENTS

ELECTRICAL REQUIREMENTS

220 Volt

40 Amp Service

60 Hz

1 Phase

2 wire- L1, L2 & Ground — Dedicated 220V umt only

(3 Wire- L1, L2, Neutral & Ground- utilizes 110Vac components)
No. 6 AWG supply wire is required

No. 8 AWG conductor is required for bonding

USE COPPER CONDUCTORS ONLY

It is the respondisibility for the installer and the owner to install a readily
accessible disconnecting means during the installation.

MOUNTING

Per UL 1563, paragraph 6.4.3, the LX-15 Indoor Spa Pack and the additional
pump (Jets 2, optional) shall be mounted so that the lowest portion of any live part
is a minimum of 4 in. above the mounting surface.

CAUTION: THE EQUIPMENT AND CONTROLS SHALL BE LOCATED

NOT LESS THAN 1.5M (5 ft) HORIZONTALLY FROM SPA OR HOT
TUB.

ELECTRICAL CONNECTIONS

TERMINAL
BLOCK

L1 ﬁ THESE WIRES GO 1O
= THE PC BOARD
L2 12 = C— ) CONTROL CRCUN.

SRD ﬁ@

WO WIRE
& GROUND

TERMINAL
BLOCK

=
THREE WIRE | == D C—

& GROUND | N w— - (T

CRD m— |

THESE WIRES GO TO
THE PC BOARD
CONTROL CRCUI.

NOTE: Always check local and state codes for wiring requirements that
may exceed N.E.C.




TOPSIDE CONTROL PANEL COMPONENT
IDENTIFICATION

LX-10 DIGITAL
CONTROL 5YSTEM

WARMER AND COOLER BUTTONS

The spa’s thermostat is to provide you with optimum control of the spa water
temperature. This temperature set point can be adjusted from 65°F (18.3°C) to 104°F
(40°C.) In conjunction with setting the temperature, these two buttons are used in
changing the filter cycles (see “Changing the Filter Cycles” section.)

PUMP BUTTON
The control panel button designated PUMP activates the pump when pressed. The pump

sequences- low speed, high speed, off. The pump, when the PUMP button is manually
pressed, has an antomatic twenty-minute time out.

NOTE: When the system goes into a filter cycle, the pump will automatically turn on in

low speed. If you manually press the PUMP button during a filter cycle, this specific
filter cycle will be disabled.

LIGHT BUTTON

The control panel button designated LIGHT activates the spa light when pressed. The
light, when the LIGHT button is manually pressed, has an automatic one-hour time out.

NOLLVIOIMLINHAI TOYILNOD HAISdO.L




INITIAL START UP

START UP PREPARATIONS

Before performing the operations in this section, make sure you have read and
understood all of the previous instructions set forth in this manual. Make sure the spa has
been installed correctly, including electrical wiring connections as specified in the
previous section.

Things to check before turning on the power to the spa:

1. Spa’s water is at the correct level.

2. Pump is primed (call spa dealer for priming instructions.)
3. Ensure all valves are opened.

4. Turn circuit breaker on.

5. After booting up, the low speed pump will start running if the water temperature is
below 100°F (37.8°C). If a FL1 appears on the display tumn the system off and repeat
step 2. If the water temperature is below 55°F (12.8°C) ICE will alternately display
with the water temperature, this is normal operation (see Troubleshooting section.)

Note: Let run 30 seconds. If no water flow can be detected, tumn off power to the spa and
re-prime the pump. Repeat step 3-6.

INITIAL START UP

The LX-10 spa control has automatic functions that operate upon start up and
normal operation to protect the system. Upon power up, the read out will display a three-
digit software release. This number will then change to 888 while the system is booting
up.

At the end of the boot up period, the water temperature will be displayed. If the
temperature is below 100°F (37.8°C), the low speed pump and the heater will turn on
until the temperature rises to the preset 100°F (37.8°C.) If the water temperature is below
55°F (12.8°C) ICE will alternately display with the water temperature. This is normal
operation (see the Troubleshooting section.) Approximately two minutes after the system
has been initially powered up, the first filtration cycle will begin to operate. Any time

after the boot up, you will be able to change the filter cycle and reset your temperature set
point.




